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FEATURES:
• AbilitytoControl up tothree

Overhead Door®CODEDODGER®7
or20peners

• SimpletoProgramandInstall
• PIN Codes can be upto8Characters
• Low BatteryPower Indicator
• StaysProgrammed During

BatteryChange
• TemporaryPINforSpecial

Purpose Access

OOlS NEEDED:
• Drillwith 7/76"Drill Bit
• PhillipsScrewdriver
• Pencil
• Mounting Screws INCLUDED
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OVERHEADDOORCORP.
Resident ial Door Ope rator

120V. 60HZ.SA
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(KEEP FOR FUTURE REFERENCE)

Follow t he instructions on t his page.

Oth erwise, fo llow t he instructions on back.

If you r ga rage do or ope ner has a Serial Number
stic ker which looks like t his, in which the
f irst two numbers are 10 or higher, your opener
is equipped with CODEDODGER®2.

The Genuine. The Original.
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WITH rGODlE[Q)ODGlEPt :2
ThisWirelessKeypad iscompatible with allCODEDODGER® 1
and CODEDODGER® 2 radioequipped GENIE®products.

ISECTIONI
MOUNTING INSTRUCTIONS

If Safety Reverse does not work properly:

1 Close Door and disconnect the opener using Emergency Release Cord.

2 Do not use Door Opener,Remote,or WirelessKeypad.

3 Refer to Door and DoorOpener Owner'sManualsbeforeattempting
anyrepairs.

AMoving Door can cause serious injury or death.
1 Keep people clearof opening while Door ismoving.
2 DoNot allow children to play withWirelessKeypad.
3 WallControl should be mountedwithinsight of door,at least 5 feet above floor andclearof moving parts.
4 During programming,the DoorOpener could begin to run,so stay away fromthe moving Door anditsparts.Tokeep

the Door frommoving, closetheDoor and disconnect it from theOpener by pulling the EmergencyReleaseCord.

Thispage isfor CodeDodger®2 Only:
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ISECTIONI PROGRAMMINGFOR MULTIPLE
DOOR CODEDODGER®OPENERS

press/ ~
here -,

Battery
Figure3 Cover

Polarity

~
~

1
screw head gap

Coversavailablein:
• Tan- PIN37227T
• Almond - PIN 37227U
• Gray - PIN 372275
• White -PIN 37227R

• If theKeypadbacklight doesnotcomeon, thisindicatesthe
needto replacethebatteries.

• Pressin on thefrontof thebatterycover andslide it down
off of theKeypad.

• Removeusedbatteriesand replace
with "AAA." Makesurethe
batteries are insertedproperly
using thepolarity markings.

• No programming islost during
replacement of batteries.

• Enteryourcurrent PINand presst ROGRAM] .

• Enteryour NEWPINandpresstROGRA~ .

• Install Batteriesand Cover.

A temporary PINallowstemporary access to your home by
repair persons, meter readers, etc.ifyou so desire.

• Enteryourcurrent PINand pressfROGRA~ 3 t imes.

• EnteryourTEMPORARY PINand press~RaGRAM].

N ifE
DONOT reprogram the Door Opener (s).

• Temporary PIN remainsactive only until the next time
your normal PIN isentered.

If you haveforgottenyour PIN or you fear it may havefallen
intounauthorizedhands,you must erase theold programming.

• Pressand hold fROGRA~ . - ,

Wileholding ~;;ROGRA~ pressand holdE;;] for
5seconds.

• Release both buttons.You mustnow start fromthe
beginning and reprogramyourWirelessKeypad.

•• •

The Keypad must be mounted in sight of the Door(s), at
least 5 feet abovetheground and clear of any moving
Door parts.

A Mount Keypad.(Mounting screws located inside
BatteryCompartment.)

• RemoveBatteryCover and batt eries. (See Figure 3).

• Drill a1/16"pilot holeforthetop mounting screw.

• Install ascrew into the drilled Figure 2
hole,leaving a 1/8" gap
betweenthescrew head
and thewall.(See Figure 2.)

• HooktheKeypad over
the screw.

• Mark and drill pilot hole and
fastenbottom screw.

ISECTIONI
4 -- - ADDITIONAL O PERATIONS

~

O PERATING MULTIPLED OORO PENERS

NO E

CREATINGYOURWIRELESSKEYPAD PIN
(PERSONALIDENTFICATIONNUMBER)

• Press in order0 IGJ8 ·
• Pressf ROGRAM] .
• Enteryour PIN(3to 8characters).

• Pressf ROGRAM] .
• Close keypadcover andwait30 seconds.

Program Keypad BEFOREmounting.

• If the Door does not movecheck the LED on Keypad.
If the LED isblinking rapid¥,the PINwasentered
incorrectly. After the LED sopsblinking,re-enter
your PINand try again.

• AnyKeypad Button will control the Door for 30seconds
after the Doorstartsmovinq,

• Rapid blinking of the red LED indicatesanerror. After a
few secondsthe LED will turnoff. Start over.

Following programming­
OnyourWirelessKeypad:
• Enter yourPIN.

Press~ll ·

Pressthenumberof thedooryouwishto
operateQ] GJ or lGJ .

• Pressanykeytooperatethedoor.

PROGRAMMINGMULTIPLEDOORO PENERS

AllDoor Openerswill usethesamePIN.
On yourkeypad:

Enteryour PIN and pressE·OGRAM] .
Pressf3 again.

• Pressthenumberof00015 (total) you wish

to control(G1 orGJ)
• Pressf OGRAM]'

Onyour opener'spowerhead: _
• Select firstopenerandpressandhold0 until

both LEDsturn BLUE. SFT

• Releasebutton.OnlyrourdLED willbeBLUE.

Press0 and releaseacsin. LEDsshould blinkPURPLE.
SFT

Decidewhich Door willbeDoor #1, #2and #3.
OnyourWirelessKeypad:

EnterPIN and press II ........ "';;::'1
• Pressthenumberthatyouhavepickedfor

thisdoorGJ GJ or GJ.
• PressII........ ..0... 113 times- openerwill run.
• Repeat procedurebelowdotted lineforremainingopeners.

Wait until KeypadBacklightturnsoff(approximately30seconds).

Proceed to Section 3 - Mounting Instructions.
FCC and IC CERTIFIED
ThisdevicecomplieswithFCC Part 15andRSS 21 0of IndustryCanada.Thisequipment has been tested and
found tocomply With thelimitsforaClass Bdigitaldevice, pursuant to Part 15oftheFCC Rules.These limitsare
desJ.9nedto provide reasonableprotection against hamful interferenceina residentialinstallation.This
egUipme.nt qeneretes, usesand canradiateradiofrequencyenergy and,if not installed and usedin accordance
With.the InstructJo~S, maycaus: harmf~l in te~erence .to radiocomrrumications.However, there isnoguarantee
tha~ Interfere~~e Will not.occur l~ aparticular installation. If thisequipment doescause harmful interference to
radioor television reception, whl.chmaybedetermined by turningtheequipmentOFF andON,theuser is
encouraqed to try to correcttheInterference byoneormoreof the following measures:
• Re-orientor relocatethe receiverantenna.
• Increase theseparationbetweentheopenerandreceiver.
• Connect theopenerinto anoutlet onacircuit different fromthat to whichthereceiver isconnected.
• Consult your localdealer.
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Op en
Travel
Button

Clo se
Travel
Button

SET

PROGRAM

ONTHEOPENER

Fig ure 1

LONG LED

Figure 1

• Releasebutton.Onlyround LED willbeBLUE.

Press0 ,release again. LongLED should blinkPURPLE.
SET

• On theWirelessKeypad- enteryourPIN.

• Press ~~l. LEDswill stay on solid.

Press~ again. LEDswill turn off.

Press~ again. Door opener should run.

• Pressany key to stop opener. (It will automatically
stop at the fully open or fully closed position.)

':iait until Keypad l3acklight turnsoff (approximately30 seconds).

Proceed to Section 3 - Mounting Instructions.

Ifyou have an CodeDodger®1opener
or openers, go to the reverse side
of this instruction.

O PERATINGONEDOORO PENER

A To open or close theGarageDoor.

• Enter your PIN.

• Press ' ''';' ..0... i!.

NO

Program Keypad BEFOREmounting.

For answers to questions, caI/ 1-800-275-6187, or visit
www.overheaddoor.com
Overhead Door Corp., 250 1SState Hwy.,Sui te 200, Lewisville, TX
75067. Addit ional produ cts can be ordered through local
Overhead Door® Professio na l Dealers. Tolocate a dealer nearyou,

l -BOO-929-DOOR.

FOR CONVENI NeE

(SECTIONIBASICPROGRAMMINGFORONE
DOORCODEDODGER®OPENERS

CREATINGYOURWIRELESSKEYPAD PIN
(PERSONALIDENTIFICATIONNUMBER)

Press in orderm0 01 ·
• Press f ROGRAM] .
• Enter yourPIN (3 to 8 characters).
•..Press (PROGRAM] .
• Close keypad cover andwait30 seconds.

1m PROGRAMMING SINGLE D OOR O PENER

Pressand hold 0 unti l both LEDsturn BLUE.
SET

""\ 1 Overhead Door Corporation

• If the Door doesnot move,checkthe LED on Keypad.
If theLED isblinking rapidly, the PINwasentered
incorrectly. After the LED stopsblinking,re-enter
your PIN and try again.

i
• Any Keypad Button will control the Door for 30 seconds

aftertheDoor startsmoving.
• Rapid blinking of the red LED indicatesan error. Aftera

few secondsthe LED will turnoff. Start over.
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AWARNING
AMovingDoor can cause serious injury or death.

1 Keep peop le clear of opening while Door is moving.
2 DoNot allow children to play with Wireless Keypad.
3 Wall Control should be mounted within sight of door, at least 5 feet above floor and clear of movin g parts.
4 During programming, the Door Opener could begin to run, so stay away from the moving Door and its parts.

To keep th e Door from moving, close th e Door and disconn ect it from th e Opener by pulling th e Emergency
Release Cord.

If Safety Reverse does not work properly:
1 Close Door and disconnect th e opener using Emergency

Release Cord.

2 Do not use Door Opener, Remote, or Wireless Keypad.

3 Refer to Door and Door Opener Owner's Manuals before
attempt ing any repairs.

1
screw head gap

..... .

• Enteryour NEW PINand press~ROGRA4

NOTE

• Enteryourcurrent PINand press(PROGRAM).

The Keypad must be mounted in sight of the Door(s),at
least 5 feet above the ground and clearof any moving
Door parts.

A Mount Keypad.(Mounting screws located inside
Battery Compartment.)

• RemoveBattery Cover (See Figure3).

• Drill a1/16"pilot holefor thetop mounting screw.

• Installascrew into thedrilled - Figure 2 .
hole, leaving a 1/8"gap
betweenthescrewhead
and thewall. (See Figure2.)

• Hookthe Keypad over
thescrew.

• Mark and drill p ilot hole and
fasten bottom screw.

• Reinstall Battery Cover.

• Enteryour current PINand press f R';'RAM] 3 times.

• EnteryourTEMPORARY PINand press[PROGRAM).

DONOTreprogram the DoorOpener(s).
• Temporary PIN remainsactiveonly until the next time

your normal PIN isentered. .

A temporary PINallows temporary access to your home by
repair persons, meter readers, etc.ifyou so desire.

CHANGINGYOURPIN -

ISECTIONI
4 A DDITIONAL OPERATIONS

ISECTIONI
3 M OUNTING INSTRUCTIONS

CREATING YOUR W IRELESSKEYPAD PIN
(PERSONAL IDENTIFICATIONNUMBER)

PROGRAMMINGMULTIPLEDOOROPENERS

FOR CONVENIENCE

• Press ' PROGRAM].

• Press thenumberyoulave picked for this

Door Opener([l] 01 12) orI2J).
• Press and hold the [PIOGRAM] for 2 seconds.

• Pressthe Learn CodeButton. (See Step 2 in Section 1.)

Decide which Doorwill l:eDoor #1,#2 and #3.

• Enteryour PINand press II .................. 11 on Keypad.

• Press I......... ......... 13times.

• Press [PROGRAM] again.

All Door Openerswill usethe samePIN.

• Press the numberofDoors(total) you wish

to control (IGl or IWJ)·

Onyour keypad:

• Enteryour PINand press~ROGRAM].

• Close keypadcover and wait 30seconds.

• Press in orderm0 10l .
• Press t:ROGRAM] .

• Enteryour PIN(3to 8characters).

• Press (PROGRAM) .

Program Keypad BEFOREmounting.

ISECTIONI PROGRAMMINGFOR 2 OR3
2 DOORCODEOODGER® OPENER

Learn
Code
Button- If your Door Openerdoesnot

havean Antenna,
you have an External Receiver.
The External Receiver cover
rnust be removed to access
the LearnCode Button
and Indicator LED.

• Press the LearnCode Button.

Find the LearnCode Button and Learn Code
Indicator LEDon your door opener.

- If your DoorOpener hasa black
antenna wireand theserial
number doesnot start with
10 or higher, the LearnCode
Button and Indicator LED are
located near the antenna. (The
light lensmay need to be
opened. If you use an external
receiver, it mayneed to be opened
to access the LearnCode Button
and Indicator LED.

Program Keypad BEFOREmounting.

CREATING YOUR W IRELESSKEYPAD PIN
(PERSONALIDENTIFICATIONNUMBER)

• Pressin order lGJ) (00 ·
• Press [PROGRAM] .

• Enteryour PIN(3to 8 characters).

• Press EROGRAr1 .
• Close keypadcover andwait 30seconds.

TEACHING PIN TO SINGLE OPENER

FORCONVENIENCE

ISECTIONIBASIC PRoGRAMMING FOR ONE
1 DOORCODEDODGER® OPENER

CODEDODGER®1 MODEof CODE TRANSMISSION
To Operate CodeDodger®1 Openers:
ThisWirelessKeypad comes from thefactoryas an CodeDodger®2 unit.
Inorder to initially program anopener or openerswhichare
CodeDodger®l,youmustswitch theKeypad to CodeDodger® l mode.
• After entering your PIN, Pressl~~ I.
• Press and hold (PIlOGRAMI for two seconds and the

GREEN LED above the number keyswill turn RED.
o Closethe Keypad cover.
• Follow the instructionson this page for programming

your CodeDodger®1 opener(s).
Once all your doorshavebeen programmed,thereisno needto
switch back and forth betweenCodeDodger®modes. TheKeypad will
automatically rememberthemodeofeach opener.

- LearnCodeIndicator LED (onOpener)will blink.

Enteryour PINand pressII ......... .......... 1on Keypad.

- LearnCode Indicator LEDstays on.

• Press I......... ......... i again.

- LearnCode Indicator LEDturnsoff.

• Press I................ 1again.

- Openerwill run.

Wait until Keypad Backlightturnsoff (approximately 30 seconds).

- Openerwill run.

Repeat procedurebelowdotted linefor each opener.
(Each Door Opener mustbe programrnedto receive the
signal from theWireless Keypad).

Wait until Keypad Backlight turnsoff (approximately30seconds).

If you haveforgottenyour PIN or you fear it mayhavefallen
into unauthorizedhands,you musterasetheold programming.

• Press and hold [PROGRAMJ.
• While holding [ PROGRAMJpress and hold] ............... 1for

5 seconds.

• Releaseboth buttons. You mustnow start from the
beginning andreprogramyourWirelessKeypad.

OPERATINGO NEDOOROPENER OPERATING M ULTIPLEDOOROPENERS

CHANGING SAmRY, ~

Polarity

~~9S -:~ _
Press
here

Battery
Figure3 Cover

Covers availablein:
• Tan - PIN37227T
• Almond - PIN37227U
• Gray - PIN372275
• White-PIN 37227R

• If theKeypadbacklight doesnot comeon,thisindicatesthe
needto replacethebatteries.

• Press in onthefrontof thebatterycover and slideit down
off of theKeypad.

• Removeused batteries and replace
with "AAA." Makesurethe
batteries areinserted properly
using thepolarity markings.

• No programming islost during
replacement of batteries.

To open or closea Doorafter programming iscomplete.

• Enter your PIN.

• Press r......... ......... ~ .

• Press Door Opener number(Q) orQ orl2J ).

NOTE

Proceed to Section 3 - Mounting Inst ructions.

• If the Door doesnot move,check the red LEDon
Keypad. If the LED isblinking rapidly,the PIN was
entered incorrectly. After the LED stopsblinking,re-enter
your PIN and try again.

• Any Keypad Button will control the Door for 30seconds
after the Door startsmoving.

• Rapid blinking of the red LED indicatesan error. After a
few secondsthe LED will turn off. Start over.

©2011 Overhead Door Corporation

NOTE

Proceed to Section 3 - Mount ing Instructions.

• If the Door doesnot move,check the red LEDon
Keypad. If the LED is blinking rapidly, the PIN was
entered incorrectly. After the LED stopsblinking,re-enter
your PIN and try again.

• AnyKeypad Button will control the Door for 30seconds
after the Door startsmoving.

• Rapid blinking of the red LED indicatesan error. After a
few secondsthe LED will turn off. Start over.

To open or closethe GarageDoor.

• Enteryour PIN.

• Press I................. ~ .

For answers to questions,caI/1-800-275-6187, or visit
www.overheaddoor.com
OverheadDoor Corp.,2501SState Hwy.,Suite200, Lewisville, TX
75067. Additional productscan beordered through local
OverheadDoor®Professional Dealers. To locatea dealer nearyou,
caI/ 1-BOO-929-DOOR.


